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Same rope Ø

Same rope Ø

EIN Seildurchmesser - DREI Terminal-Generationen
One rope diameter - three connector options

Eine Weiterentwicklung unserer Mini-Ausführung Typ KW ist die Super-
Mini-Ausführung, die noch ein wenig filigraner ist. Der Gewindedurch-
messer nähert sich dem Seildurchmesser weiter an und ist zwei Größen 
kleiner als bei der Standardausführung, z. B. M 5 für 4 mm Seil anstelle 
von M 8 für 4 mm Seil. Die Einstecktiefe L2 wurde noch einmal verringert, 
doch die Haltbarkeit bleibt erhalten. Diese Angaben gelten für Seile EN 
12385-4 6 x 7-WSC und 6 x 19 M-WSC.

An advancement of our Mini type Typ KW is the Super-Mini type, which is 
a bit more delicate. The diameter of the thread is closer to the diameter of 
the rope, two sizes smaller than the standard type, e. g. M 5 for 4 mm ro-
pe instead of M 8 for 4 mm rope. The depth of the bore hole L2 is even 
shorter than the Mini type at the same durability. This data refers to wire 
ropes EN 12385-4 6 x 7-WSC and 6 x 19 M-WSC.  

ASS Super-Mini-Gewindeterminal
ASS Threaded terminal, Super-Mini type

ASS Super-Mini-Gewindeterminal mit langem Gewinde
ASS Threaded terminal, Super-Mini type with extra long thread




